The design of optical transfer function (OTF) is of significant importance for optical information processing in various imaging and vision systems. Typically, OTF design relies on sophisticated bulk optical arrangement in the light path of the optical systems. In this letter, we demonstrate a surface-wave-interferometry aperture (SWIA) that can be directly incorporated onto optical sensors to accomplish OTF design on the pixel level. The whole aperture design is based on the bull's eye structure. It composes of a central hole (diameter of 300 nm) and periodic groove (period of 560 nm) on a 340 nm thick gold layer. We show, with both simulation and experiment, that different types of optical transfer functions (notch, highpass and lowpass filter) can be achieved by manipulating the interference between the direct transmission of the central hole and the surface wave (SW) component induced from the periodic groove. Pixel level OTF design provides a low-cost, ultra robust, highly compact method for numerous applications such as optofluidic microscopy, wavefront detection, darkfield imaging, and computational photography.
Introduction
Optical transfer function (OTF) characterizes the response of an imaging system as a function of spatial frequency of the input signal. Modification of OTF (sometimes referred as spatial filtering) is of significant importance for modern imaging and vision system designs. The implementation of spatial filtering can be achieved by inserting a mask (phase, amplitude or both phase and amplitude) into the Fourier plane of a 4f system [1] , or by using a spatial light modulator (SLM) to modify the phase and amplitude in real time [2] . While these implementation methods allow for good control of OTF, they do come with the associated cost of sophisticated bulk optical arrangement.
In the past years, modulated transmission of subwavelength aperture in metal layer has drawn much attention due to its potential applications from optoelectronics to chemical sensing and biophysics [3] [4] [5] [6] [7] [8] [9] [10] . In this letter, we show that the design of OTF can be achieved by modulating the transmission of a bull's eye structure in an ultra compact format. The proposed bull's eye structure makes use of the surface wave interference to modify the spatial response of a conventional circular aperture and we refer it as Surface-Wave-Interferometry Aperture (SWIA). The SWIA can be directly incorporated onto the pixel level of a modern CMOS active pixel sensor (APS) design, creating a new scheme for on chip OTF engineering that are much more compact and robust than those currently achievable options with bulk optical arrangements. In addition, the use of subwavelength aperture for on chip high resolution imaging is of particular interest recently [11] [12] [13] . The ability to modify the spatial response of single aperture on pixel level is beneficial to the design of various aperture based imaging devices [14] .
Principle and simulation
Subwavelength-feature interaction at metallo-dielectric interface involves two kinds of surface waves: the long range surface plasmon (SP) wave and a short range surface scattered wave. SP wave is a electromagnetic surface wave existing at the interface between a dielectric and a noble metal [15] . The SP wave has a wave vector of the free space wave vector, and ε m and ε d are the permittivity of the metal and dielectric. In the past years, SP wave has generated considerable interest thanks to its intrinsic field localization and ability for manipulation of light on the subwavelength scale [15] . Recently, some theoretical and experimental results [10, [16] [17] [18] [19] [20] [21] also show that a surface scattered component with free space wave vector also plays a role in the short range interaction at the metallodielectric interface. Based on the optical interaction of these surface waves (SW), it has been shown that, single hole surrounded by concentric groove (i.e. the bull's eye structure) can find applications in light enhancement [4, 6] , beaming [5] , spectral imaging [9] and background suppression [22] . Here, we want to demonstrate the capability of the bull's eye structure in modifying the spatial response of the conventional circular aperture. As shown in Fig. 1 , an incoming plane wave illuminates at the SWIA with a certain incident angle θ. For a conventional circular hole, only the direct transmission component can be induced; and thus, the spatial response of the transmission follows the cosine function as a first order approximation. For the proposed SWIA in Fig. 1 , there are two wave components at the center hole opening: 1) the direct transmission component from the incoming wave; 2) the SW component induced by the concentric groove. By precisely matching the amplitude of the direct light transmission component through the opening with the surface-wave induced component, and arranging the phase shift between the two components to be 180 degrees, we can arrive at a destructive interference condition with no light transmission through the SWIA. Therefore, the spatial response of the center hole opening has been modified due to the SW interference. The amplitude matching can be accomplished through judicious choice of central hole size, groove periodicity ('p' in Fig. 2(a) ) and the number of grooves. The central hole size is typically chosen to be sufficiently small so that it does not support multi-mode transmission. As the central hole size reaches the multi-mode region, it becomes difficult to satisfy the destructive condition simultaneously for all guided modes in the opening. The periodicity and depth of the groove can be used to control the coupling efficiency of the SW to match direction transmission component. The phase shift is primarily governed by the distance between the central hole and the innermost groove ('s' in Fig. 2(a) ). The OTF design principle is based on adjusting the phase difference between the direct transmission and SW induced components. For a highpass OTF design, we adjust the spacing between the central hole and the inner most grooves such that, the two components in Fig. 1 are 180-degree out of phase under light incidence with low spatial frequency (small incident angles). As such, the two mentioned components will destructively interfere and result in no light transmission in presence of low spatial frequency light incidence (i.e. creating a node at the spatial-response curve). By further altering the 's' spacing, we can move the destructive interference condition further out and create a notch filter and a limited form of low-pass OTF filter. Figure 2 illustrates a set of simulations of the proposed SWIA. The parameters of these simulations are optimized for a notch OTF design. The simulations are performed by using a commercial software package -CST Microwave Studio. The calculation domain is 12λ × 12λ × 3λ and contains ~12 million meshes. We chose gold as the metal layer based on its low SP loss, good stability and good compatibility with on chip bio applications. The simulations were performed at a nominal wavelength of 740 nm. The permittivity of gold at this wavelength is −20 + 1.5i [23] . The case of single hole is also shown as a reference. As we can see from Fig. 2(a)-2(c) , the transmission of the proposed structure quickly dropped to zero at the 15-degree incidence. Since different incident angle corresponds to different spatial frequency component, the structure in Fig. 2 is a notch OTF filter where the 15-degree incidence component produces a node in the OTF curve. Compared to the case of the single hole without the groove structures, the proposed structure provided a sharp gradient response of the incident angles at the region from 0 to 15 degrees. This unique property of the structure can be used in wavefront detection, where the intensity of the transmission can be mapped to the incident angle of the incoming light field above the aperture. Since the node of the OTF curve can be changed by adjusting the 's' spacing, the design of lowpass and highpass OTF filter can be accomplished by tuning the node to the desired spatial frequency component. We also note that if we change the central hole size of the SWIA without altering the groove structure, the destructive interference won't be perfect; and thus, there is a residue transmission at the node of the OTF curve.
Experiment
We next fabricated a number of the proposed SWIA with different spacing 's' based on the parameters suggested by the simulation results. We used a 1 mm thick glass slide (VWR SuperClean 2 Microarray Substrate) as the substrate for the fabrication. A 2 nm titanium layer was deposited to the substrate as an adhesion layer, and then a 340 nm thick gold layer was coated by using an e-beam evaporator (Temescal BJD-1800). We used focused ion beam (FEI Nova200 dual-beam system using Ga + ions and a 5 nm nominal beam diameter) to mill the hole and the groove structure. A low current beam (30keV, 30pA) was used during the milling process in order to accomplish the requisite fine structure. Figure 3 shows the scanning electron microscope (SEM) image of a typical structure. The experimental set up for characterizing the spatial response of the proposed structure is shown in Fig. 4 . We use a Ti-Sapphire laser (Spectra-Physics Tsunami, continuous wave) as the illumination source (wavelength of 740 nm). The transmission of the proposed aperture was collected by a 20X (0.5NA) objective and the whole detection set up was assembled on a motorized rotation stage to measure the spatial response of the aperture with different transverse wave vector of the incident light. The measured data for three different spacing 's' is shown in Fig. 5(a)-5(c) , corresponding to notch, highpass and lowpass OTF designs. The case of a single hole is shown in Fig. 5(d) as a reference. We also show the simulation results as a comparison. In the simulation set up, we calculate the transmission of the proposed aperture by integrating the Poynting vector over a 6λ × 6λ region (0.85λ beneath the aperture). From Fig. 5 , we can see that the experiment data are in a good agreement with the simulations, verifying the OTF design scheme of the SWIA. The discrepancy between measured and simulation data is possibly due to the imperfection of the focus ion beam milling process. To further match these two results, it is possible to anneal the sample to increase the coating quality and using a sacrificial layer to preserve the sharpness of the edge [24] . The different filter designs presented in this paper may find important applications due to the interesting properties they exhibit and the fundamental compactness and cost-effectiveness of their construction. The notch filter profile in Fig. 5(a) shows a very interesting property of the spatial response of the SWIA. The transmission of the SWIA drops from maximum to almost zero from 0 to 15-degree incidence. Compared with the conventional single aperture where the gradient of transmission versus incident angle is always close to zero at normal incidence, the large gradient shown in Fig. 5(a) can be used for wavefront detection. In such a wavefront detection scheme, we should also fabricate a single hole close to (at about 2µm) the proposed SWIA. As such, the intensity of incoming light does not dramatically change on these two apertures, and we can decompose the wavefront information from the intensity information by the following steps: 1) get the intensity from the single hole; 2) get the intensity from the SWIA and normalized it by the value of the single hole; 3) map this normalized value to a pre measured calibration curve to get the incident angle of the incoming light. Since the proposed SWIA and the single hole aperture can be fabricated directly on top of CCD or CMOS sensor pixels, the whole wavefront detection process can be done on a conventional sensor chip with a high spatial sampling rate (at least two order of magnitude larger than the microlenses array used in a conventional Shack-Hartmann wavefront sensor [25] ). The ability to capture the intensity and wavefront information at the same time can also find some application in plenoptic camera, which uses a microlenses array to capture 4D light field information [26] .
The high-pass OTF profile shown in Fig. 5(b) can be used in darkfield imaging. The low spatial frequency background illumination will not be transmitted due to the destructive interference. Such an aperture only captures the high frequency components contributed by the object's scattering. We also see that the maximum transmission occurs at the normalized spatial frequency (k x /k 0 ) of 0.3. Such a SWIA acts as an optical antenna, with its main lobe of receiving pattern oriented at certain angle. The angle-oriented directivity of the proposed SWIA is equivalent to using a ring aperture in the lens system in multiaperture photography [27] . With different main lobe orientations, the proposed SWIA can also finds some application in depth of field extrapolation and refocusing [27] . In Fig. 5(c) , we show the profile for a limited low-pass OTF structure. The full width at half maximum (FWHM) of the OTF curve is about 20 degrees, only 30% percent of the FWHM of the single hole aperture. The smaller of FWHM curve means the smaller of the collection angle, and thus, a smaller of the f-number of the imaging system and a larger depth of field. In addition, the small value of FWHM is critical for the design of aperture based imaging devices where apertures are used as light collection units [14] . One example is the optofluidic microscope (OFM) [12, 13] , where the resolution degraded as the height between the sample and the aperture increases. Since the FWHM value of the proposed aperture is only 30% of the conventional single hole, the resolution of the OFM can be increased by tan 60 / tan 20 5 ≈ folds (provided that it is still in the diffraction limited region).
Conclusion
In conclusion, we have demonstrated the OTF design on the pixel level by using SW interference. Three different kind of OTF designs (notch, highpass and lowpass) are shown by adjusting the spacing parameter 's'. Different potential applications such as wavefront detection, optofluidic microscope, wavefront detection, darkfield imaging, computational photography, are discussed. One of the limitations of the proposed OTF design scheme is the requirement of a coherent monochromic light source illumination; however, we believe that such a scheme also works for LED sources as long as the coherent length of the light sources is larger than the proposed aperture size. It is also possible to design broadband SWIA by using more complicated groove structures. This is an area worth further research. Another limitation of the present scheme is the single destructive interference point created by SW and the direct transmission component. From the point view of the conventional analogue filter design, the scheme present in this paper is similar to create a two order transfer function, with one zero at a finite frequency and the other one at the infinite. A more sophisticated method is to create grooves with different periods; as such, multibeam interference can lead to two or more destructive interference points in OTF curve. Finally, it is worth noting that, while our analysis has thus far been performed with TM wave, SWIA can also work with TM/TE combination or TE wave as well. A detailed study of the proposed SWIA, for example, the role of SP and surface scattered wave, the coupling efficiency of the groove, the phase shift of the SW coupling, the OTF design procedure and its relation to the conventional analogue filter design methods, is highly desired in the future.
